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BEHIND CURB FACEBCF

1.      ASSUME SOLE AND COMPLETE RESPONSIBILITY OF THE JOB SITE CONDITIONS DURING THE
         COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING THE SAFETY OF ALL PERSONS
         AND PROPERTIES THAT THESE REQUIREMENTS SHALL APPLY CONTINUOUSLY AND NOT BE
         LIMITED TO NORMAL WORKING HOURS AND CONDITION. THE CONTRACTOR FURTHER AGREES
         TO DEFEND , INDEMNIFY AND HOLD CITY OF LAGUNA BEACH, REPRESENTATIVES, AND ENGINEERS
         HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE
         PERFORMANCE OF THE WORK ON THIS PROJECT.

2.      PRIOR TO THE BEGINNING OF ANY CONSTRUCTION AND THROUGHOUT THE COURSE OF
         CONSTRUCTION WORK, THE CONTRACTOR SHALL FULLY COMPLY WITH THE
          "CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH" ACT OF 1973 INCLUDING ALL REVISIONS
         AND AMENDMENTS THERETO.

3.      ALL WORK SHALL CONFORM TO THE LATEST EDITION OF GO 95, 128, AND THE STANDARD
         "SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION", AS ADOPTED BY THE CITY, COUNTY
         OR STATE AS MODIFIED BY STANDARD PLANS AND ADDENDUMS.

4.      THE EXISTENCE AND LOCATION OF UTILITIES AND OTHER AGENCY FACILITIES AS SHOWN
         HEREON ARE OBTAINED BY A SEARCH OF AVAILABLE RECORDS. OTHER FACILITIES MAY EXIST,
         THE CONTRACTOR SHALL VERIFY PRIOR TO THE START OF CONSTRUCTION AND SHALL USE
         EXTREME CARE AND PROTECTIVE MEASURES TO PREVENT DAMAGE TO THESE FACILITIES.
         THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL UTILITY OR AGENCY
         FACILITIES WITHIN THE LIMITS OR WORK, WHETHER THEY ARE SHOWN ON THIS PLAN OR NOT.

5.      THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT AT 811, AT LEAST
         TWO WORKING DAYS PRIOR TO THE START OF ANY EXCAVATION.

6.      THE CONTRACTOR SHALL NOTIFY THE INSPECTION DEPARTMENT, TEL. NO. (949) 497-0711 ,
          AT LEAST TWO DAYS BEFORE START OF ANY WORK REQUIRING THEIR INVOLVEMENT.

7.      ALL WORK AREA AND STREET TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH THE
         SPECIFICATIONS OF THE MUTCD AND SPECIFICATIONS FROM THE CITY, COUNTY AND STATE.

8.      THE CITY, COUNTY OR STATE SHALL SPECIFY THE EXPIRATION PERIOD OF THE PERMIT FOR
         THIS CONSTRUCTION PROJECT.

9.      THE MINIMUM COVER FOR ALL CONDUITS PLACED UNDERGROUND SHALL BE 36 INCHES
         BELOW GUTTER.

10.    THE CONTRACTOR SHALL PUNCH THROUGH & BORE ALL CURB AND GUTTERS AND BORE ALL
         CONCRETE DRIVEWAYS AND WALKWAYS AT THE DIRECTION OF THE CITY, COUNTY OR STATE
         INSPECTION.

11.    ALL ASPHALT CONCRETE AND/OR CONCRETE PAVEMENT SHALL BE REPLACED AT THE
         DIRECTION OF THE CITY, COUNTY OR STATE ENGINEERS.

12.    ALL SHRUBS, PLANTS OR TREES THAT HAVE BEEN DAMAGED OR DISTURBED DURING THE
         COURSE OF THE WORK, SHALL BE REPLANTED AND OR REPLACED SO AS TO RESTORE THE
         WORK SITE TO ITS ORIGINAL CONDITION.

13.    IF DAMAGE OCCURS TO THE CITY OR COUNTY FACILITIES, THE CONTRACTOR SHALL IMMEDIATELY
         NOTIFY: CITY OF LAGUNA BEACH, PUBLIC WORKS DEPARTMENT AT TEL. NO. (949) 497-0711
        STREET LIGHTING S.C.E. (800) 655-4555

14.    AT LEAST TWO DAYS PRIOR TO THE COMMENCEMENT OF ANY WORK, THE CONTRACTOR SHALL
         NOTIFY THE POLICE DEPARTMENT AND THE FIRE DEPARTMENT.

15.    THE CONTRACTOR WILL BE RESPONSIBLE FOR THE PROCESSING OF ALL APPLICATION
         PERMIT FORMS ALONG WITH THE REQUIRED LIABILITY INSURANCE FORMS, CLEARLY
         DEMONSTRATING THAT THE CITY OF LAGUNA BEACH  AS ALSO INSURED WITH
         THE REQUIRED LIABILITY INSURANCE FOR THIS CONSTRUCTION PROJECT.

16.    VAULTS, PEDESTALS, CONDUITS AND ALL OTHER TYPES OF SUBSTRUCTURE ARE EITHER
         SPECIFIED ON THIS PLAN OR WILL BE SPECIFIED BY THE CONSTRUCTION ENGINEER. ANY AND
         ALL DEVIATIONS FROM THE SPECIFIED TYPES OF MATERIAL MUST BE APPROVED BY THE
         SYSTEM ENGINEER OR CONSTRUCTION ENGINEER, IN WRITING BEFORE INSTALLATION
         THEREOF.

GENERAL NOTES
INDEMNIFICATION CLAUSE: THE CONTRACTOR AGREES AND SHALL;

VICINITY MAP NOT TO SCALE

N

WORK AREA

           DRAWING INDEX:

             SHEET 1  -   TITLE SHEET

             SHEET 2  -   DETAILS

SHEET 3  -   EXCAVATION PLAN

  33.505287, -117.746107 TO 33.50318, -117.74421
31511 MONTEREY ST
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CONDUIT SIZE AND # SPECIFIED ON
UTILITY PERMIT PLAN

TYPICAL TRENCH DETAIL
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36" MIN

6" MIN.TRENCH

TYPICAL DIRT TRENCH DETAIL

VARIABLE

N.T.S.

NATIVE SOIL BACKFILL
(per City Standard

Compaction)

CONSTRUCTION NOTES:

1. BORE UNDER ALL CURBS AND GUTTERS.
2. PLACE VAULTS PARALLEL TO CURB.
3. USE BACKFILL MATERIAL PER CITY STANDARD.
4. ALL CONDUITS SHALL BE SCH-40 UNLESS OTHERWISE

SPECIFIED. ALL SWEEPS TO POLES SHALL BE SCH-80.
5. ALL CHANGES IN SKETCHES AND PERMIT LIMITS MUST

HAVE PRIOR DEPT APPROVAL BY THE CITY'S PUBLIC
WORKS DEPARTMENT/ENGINEERING DIVISION.

6. WHEN CROSSING EXISTING UTILITY LINES THAT ARE
ALSO SAME DEPTH, PLACE NEW CONDUIT
UNDERNEATH EXISTING UTILITIES TO PROVIDE ONE (1)
FOOT MIN. VERTICAL CLEARANCE.

7. TRAFFIC CONTROL NOTE: CONTRACTOR SHALL SET UP
TEMPORARY TRAFFIC CONTROL PER THE MOST CURRENT

        CA MUTCD OR WATCH MANUAL (LATEST EDITION), PER
        CITY PREFERENCE.
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" ALL COVERS, EQUIPMENT PADS, ETC., THAT ARE
  EXPOSED TO FOOT TRAFFIC HAVE A SLIP RESISTANT
  SURFACE WITH MINIMUM COEFFICIENT OF FRICTION
  OF 0.60 UNDER WET OR DRY CONDITIONS.
  VAULT SLIP RESISTANT COVERS MEET THE AMERICAN
  WITH DISABILITIES ACT (ADA) SLIP RESISTANCE REQUIREMENTS."
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24"X36" BOX ASSEMBLY
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MODEL NO. A6001975T-COVER
  A6001974TAPCX18-BOX
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CONSTRUCTION NOTES:

1. BORE UNDER ALL CURBS AND GUTTERS.
2. PLACE VAULTS PARALLEL TO CURB.
3. USE BACKFILL MATERIAL PER CITY STANDARD.
4. ALL CONDUITS SHALL BE SCH-40 UNLESS OTHERWISE

SPECIFIED. ALL SWEEPS TO POLES SHALL BE SCH-80.
5. ALL CHANGES IN SKETCHES AND PERMIT LIMITS MUST

HAVE PRIOR DEPT APPROVAL BY THE CITY'S PUBLIC
WORKS DEPARTMENT/ENGINEERING DIVISION.

6. WHEN CROSSING EXISTING UTILITY LINES THAT ARE
ALSO SAME DEPTH, PLACE NEW CONDUIT
UNDERNEATH EXISTING UTILITIES TO PROVIDE ONE (1)
FOOT MIN. VERTICAL CLEARANCE.

7. TRAFFIC CONTROL NOTE: CONTRACTOR SHALL SET UP
TEMPORARY TRAFFIC CONTROL PER THE MOST CURRENT

        CA MUTCD OR WATCH MANUAL (LATEST EDITION), PER
        CITY PREFERENCE.

SDG&E JOINT TRENCH                      
CROWN CASTLE TRENCH                      

LF
LF

 QUANTITY OF PULLBOX(es)            
16

TRENCH NOTES:

TRENCH WIDTH = 12"
DEPTH TO SUB GRADE = 36"
CONDUIT SIZE = 1 - 3"

1

KEY NOTES                   

2

3

4

EXIST. POLE # P25039
IN DIRT. STA 0+30 - 1' EOP

PROP. 24"X36" TRAFFIC RATED CROWN CASTLE
FIBER PULLBOX. STA 0+24 (PB1); STA 1+36 (PB2);
STA 3+18 (PB3) & STA 4+72 (PB4)
(SEE PULLBOX DETAIL IN SHEET 2)

INTERCEPT SDG&E TRENCH

EXIST. STREET SIGN TO PROTECT IN PLACE

EXIST. CROWN CASTLE HANDHOLE
STA 6+86 - 1' EOP
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2' TUNNEL UNDER CURB & GUTTER7

REMOVE & REPLACE (SCORELINE TO SCORELINE)
± 16 SF OF CONCRETE S/W
RESTORATION PER CITY STANDARD & SPECIFICATIONS.

TOTAL EXCAVATION            848 LF
REMOVE AND REPLACE CSWMATCHLINE @  STA 2+00

SEE BELOW RIGHT

MATCHLINE @  STA 2+00

SEE ABOVE LEFT

MATCHLINE @
  S

TA 5+50

SEE ABOVE LEFT

AERIAL FIBER ATTACHMENT           LF   260

MATCHLINE @
  S

TA 5+50

SEE BELOW RIG
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